
The tangible response to problems of budget restrictions, 
office downtime and asbestos flooring

The technology in detail

Product performance

Technical specifications
Sarlon trafic modul’up meets the requirements of EN 14041 (EN 651)

creating better environment

(1) The articles (products) do not contain substances of the candidate list published by ECHA (SVHC substances of very high concern) to be declared in accordance 
with REACH.  
(2) Valid on every substrate: wood, non combustible A2fl-s1 or A1fl.
* TVOC : total volatile organic compounds      

Sarlon trafic modul’up

1 Total thickness EN 428 (ISO 24346) 3,45 mm

= Wear layer thickness  EN 429 (ISO 24340) 0,67 mm

. Total weight EN 430 (ISO 23997) 2,830 g/m²

s Impact sound reduction EN ISO 717-2 ΔLw  = 19 dB

Acoustic absorption EN ISO 354 
EN ISO 11654 aw = 0.05

3 Residual indentation
Measured minimum value
Requirement

EN 433 (ISO 24343-1) 0,08 mm
0.06 mm
≤ 0.20 mm

Slip resistance DIN 51130 R9

t Abrasion resistance EN 660-2 (ISO 24338) TT

Specifications EN 651(ISO 11638)

D Residential use EN 685 (ISO 10874) -
GH Commercial use EN 685 (ISO 10874) 34

J Industrial use EN 685 (ISO 10874) 42

Packaging Rolls

9 Roll length EN 426 (ISO 24341) 25 lm

, Roll width EN 426 (ISO 24341) 2 m

g Castor chair resistance EN 425 (ISO 4918) Yes

4 Furniture leg resistance EN 424 (ISO 16581) Compliant

2 Dimensional stability
Requirement

EN 434 ISO 23999 < 0.05 % 
≤ 0.40 %

p
Colour fastness to light
Requirement

EN ISO 105-B02 ≥7
≥ 6

z Stain resistance EN 423  (ISO 26987) Good

Surface treatment OVERCLEAN XL

Emissions into air : TVOC* at 28 days NF EN ISO 16000 (ISO 10580) < 20 μg/m3

REACH (European regulation) 1907/2006/CE Compliant  (1)

Raw materials Without phthalate

          Compliance EN 14041 Yes

T Reaction to fire EN 13501-1 Cfl - s1  (2)

Test report n°2015/069-2 (CRET)

Z Slip resistance EN 13893 Class DS (μ ≥ 0.30)

L Body voltage EN 1815 E ≤2 kV , Antistatic

e Thermal conductivity EN 12524 EN (ISO 10456) 0.25 W/(m.K), suitable for heating 
floors

          Compliance EN 14041          Compliance EN 14041

Forbo innovations

· Fitting on new or old surfaces, including asbestos flooring
· Reduced installation and removal time
· Cost savings
· Easy end-of-life recycling

SARLON TRAFIC 
MODUL’UP : THE ONLY 
100% LOOSE-LAY 19 DB
 SOLUTION FOR HEAVY 

TRAFFIC AREAS!

DSx3 - Double Structural 
Stabilisation System 

 

 

∆Lw = 19 dB


